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This special provision was developed by the Bureau of Operations and the 
Bureau of Design and Environment to meet the requirements of the National 
Cooperative Highway Research Program (NCHRP) Report 350.  It has been 
revised to allow the use of Category 3 devices (i.e. crash cushions) that have 
been tested and approved at Test Level 2. 
 
It should be inserted into all contracts. 
 
The districts should include the BDE Check Sheet marked with the applicable 
special provisions for the November 5, 2004 and subsequent lettings.  The 
Project Development and Implementation Section will include a copy in the 
contract. 
 
This special provision will be available on the transfer directory July 23, 2004. 
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WORK ZONE TRAFFIC CONTROL DEVICES (BDE) 
 
Effective:  January 1, 2003 
Revised:  November 1, 2004 
 
Add the following to Article 702.01 of the Standard Specifications: 
 

“All devices and combinations of devices shall meet the requirements of the National 
Cooperative Highway Research Program (NCHRP) Report 350 for their respective categories.  
The categories are as follows: 

 
Category 1 includes small, lightweight, channelizing and delineating devices that have been 

in common use for many years and are known to be crashworthy by crash testing of similar 
devices or years of demonstrable safe performance.  These include cones, tubular markers, 
flexible delineators and plastic drums with no attachments.  Category 1 devices shall be crash 
tested and accepted or may be self-certified by the manufacturer. 

 
Category 2 includes devices that are not expected to produce significant vehicular velocity 

change but may otherwise be hazardous.  These include drums and vertical panels with lights, 
barricades and portable sign supports.  Category 2 devices shall be crash tested and accepted 
for Test Level 3. 

 
Category 3 includes devices that are expected to cause significant velocity changes or other 

potentially harmful reactions to impacting vehicles.  These include crash cushions, truck 
mounted attenuators and other devices not meeting the definitions of Category 1 or 2.  Category 
3 devices shall be crash tested and accepted for either Test Level 3 or the test level specified. 

 
Category 4 includes portable or trailer-mounted devices such as arrow boards, changeable 

message signs, temporary traffic signals and area lighting supports.  Currently, there is no 
implementation date set for this category and it is exempt from the NCHRP 350 compliance 
requirement. 

 
The Contractor shall provide a manufacturer’s self-certification letter for each Category 1 

device and an FHWA acceptance letter for each Category 2 and Category 3 device used on the 
contract.  The letters shall state the device meets the NCHRP 350 requirements for its 
respective category and test level, and shall include a detail drawing of the device.” 
 
Delete the third, fourth and fifth paragraphs of Article 702.03(b) of the Standard Specifications. 
 
Delete the third sentence of the first paragraph of Article 702.03(c) of the Standard 
Specifications. 
 
Revise the first sentence of the first paragraph of Article 702.03(e) of the Standard 
Specifications to read: 
 



“ Drums shall be nonmetallic and have alternating reflectorized Type AA or Type AP 
fluorescent orange and reflectorized white horizontal, circumferential stripes.” 

 
Add the following to Article 702.03 of the Standard Specifications: 
 

“(h) Vertical Barricades.  Vertical barricades may be used in lieu of cones, drums or Type II 
barricades to channelize traffic.” 

 
Delete the fourth paragraph of Article 702.05(a) of the Standard Specifications. 
 
Revise the sixth paragraph of Article 702.05(a) of the Standard Specifications to read: 
 

“ When the work operations exceed four days, all signs shall be post mounted unless the 
signs are located on the pavement or define a moving or intermittent operation.  When 
approved by the Engineer, a temporary sign stand may be used to support a sign at 
1.2 m (5 ft) minimum where posts are impractical.  Longitudinal dimensions shown on 
the plans for the placement of signs may be increased up to 30 m (100 ft) to avoid 
obstacles, hazards or to improve sight distance, when approved by the Engineer.  
“ROAD CONSTRUCTION AHEAD” signs will also be required on side roads located 
within the limits of the mainline “ROAD CONSTRUCTION AHEAD” signs.” 

 
Delete all references to “Type 1A barricades” and “wing barricades” throughout Section 702 of 
the Standard Specifications. 
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